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3D FOOT SCANNER

iQube Mis afast, portable 3D plantar scanner designed for clinical efficiency. Its four-camera array delivers high accuracy and a
larger scanning area, while hands-free activation lets you stay focused on the patient. Ideal when detailed views of the heel
and the medial/lateral sides of the foot are needed, it supports the assessment of conditions such as flat feet, high arches,
plantar fasciitis, and diabetic foot complications, and is widely used to capture precise data for custom insole production.
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Scanning Area

400 x 180 x 200 mm —
suitable for feet up
to size 62 EU/FR.
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Scanning time

5 — 9 seconds —
to capture
3D model.

elinvision

Number of cameras

4 RGB cameras — for perfectly
aligned 3D model and texture.
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Accuracy
0,5 mm - for perfectly

accurate foot
and foam box scan.

Elinvision JSC, Terminalo str. 3
Biruliskiu village, Kaunas district
LT-54469 Lithuania
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Dimensions
667 x 352 x 115 mm —
allows using this scanner
in small offices.
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Weight
8,5 kg —sturdy and lightweight

design allows easy ransportation.

Tel. +370(37) 3519 87
E-mail: info@elinvision.com

Output formats

STL, PLY, OBJ, JPEG, PNG
for a3D fileand
texture exporting.
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Connectivity
USB 3.0 Type B —
quick connectivity
to any computer.
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Heel positioning laser and responsive switch
The integrated heel-positioning laser enables accurate heel
placement for precise, properly aligned scans. A responsive
status switch indicates scanner activity and allows scans to be
initiated directly from the device.

3D texture in color

This technology allows medical professionals to easily mark,

measure and evaluate foot conditions using 3D imaging tools in
combination with 3D scanning. This function offers a comprehensive
assessment of foot conditions thatis both accurate andreliable.

MATERIALS TO SCAN
Object: Foot, foam imprint
Scanning area: Max. 400 (L) x 180 (W) x 200 +5 (H) mm
Weight limit: 200 kg
Not advisable for: Shiny, transparent, black objects
SPECIFICATIONS
Dimensions: 667 (L) x 352 (W) x 115 (H) mm
Power supply: 100-240V AC, 50/60 Hz
Output data: STL, PLY, OB, JPEG, PNG
Accuracy: 0.5mm
) \ Scanning duration: 5-9 sec
\ Weight: 8,5kg
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ACCESSORIES - OPTIONAL
Carry bag For easy and safe transportation
Footswitch: For remote scanner launch
Glass plate: Customizable glass print design
Side step: Supports while scanning and protects while
transporting
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